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Welded fence with CrapalOptimum® coating

Product description

Heavy welded fence specifically for large animals (breeding and hunting)

� CrapalOptimum® coating – Life span 5x longer than EN 10244-2 heavily galvanised wire
� Complies with EN 10223-4 standard

*4R means:

� Robustness – High strength wire (70 to 90 kg/mm²)
� Rigidity – Wire of large diameter
� Resistance to corrosion
� Resistance to shocks and animal thrust

� Other dimensions and meshes are available upon request

Characteristics Mesh

� Top and bottom wires Ø 3.40 mm 
R 70 to 90 kg/mm²

� Horizontal wires Ø 3.00 mm 
R 70 to 90 kg/mm²

� Vertical wires Ø 3.00 mm 
R 40 to 55 kg/mm²

Applications

� Agriculture
� Motorway
� Railway

Fence with burried part for boars

Nomination Height
(cm)

Length
(m)

Weight
(kg)

Rolls/pallet

230-28-15 229 50 120 6

Fence with burried part for boars and deers

Nomination Height
(cm)

Length
(m)

Weight
(kg)

Rolls/pallet

260-30-15 261 50 132 6

Life span 5x longer than 
EN 10244-2 heavily galvanised



Sologne®4R

Dimensions
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