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Crapal®2 and CrapalOptimum® coatings

Product description

Characteristics

Crapal®2 (Zn/Al)

� Life span 2 times longer than EN 10244-2 heavily galvanised wire
� Eco-friendly product.

CrapalOptimum® (Zn/Al/Mg) – On request

� Life span 5 times longer than EN 10244-2 heavily galvanised wire
� 6 times less zinc oxides in the ground

� Specific characteristics can be offered; please contact us. 

Applications

� Viticulture and arboriculture

Crapal®2 Smooth support

� Ø 5.5 mm (high resistance)

� Length (mm):  
1100, 1200, 1400, 1500

� Bundles of 100 units packed in 
10’s on blocks

� Ø 7.0 mm

� Length (mm):  
1200, 1300, 1500

� Bundles of 50 units packed in 
10’s on blocks

� Ø 8.0 mm

� Length (mm): 1000, 1200

� Bundles of 50 units packed in 
10’s on blocks.

Crapal®2 Undulated support

� Ø 6.0 mm

� Length (mm): 1200, 1500

� Bundles of 100 units packed in 
10’s on blocks

Crapal®2 Corugated support

� Ø 6.0 mm

� Length (mm):  
1200, 1300, 1400, 1500

� Bundles of 100 units packed in 
10’s on blocks

� Ø 7.0 mm

� Length (mm):  
1200, 1300, 1400, 1500

� Bundles of 50 units packed in 
10’s on blocks

� Ø 8.0 mm

� Length (mm): 1400, 1500

� Bundles of 50 units packed in 
10’s on blocks

Life span 5x longer than 
EN 10244-2 heavily galvanised

Life span 2x longer than 
EN 10244-2 heavily galvanised
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